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Product category: fixed and running

Working environment: various working occasions                                                                    

Product definition:

The mini electric hoist is also called the civil electric hoist. Generally, it can be divided into fixed and running mode. It can be applied to various occasions, and it can raise goods less than 1000 kilograms. Micro electric hoist is especially suitable for high-rise buildings, lifting heavier articles from downstairs. The structure is simple, easy to install, small and exquisite, and the single phase power is used as the power source.

The miniature electric hoist has reached the international standard in terms of production and design, ensuring the safety of the use. The cast iron structure of the heat sink of the motor has improved the service life. Micro electric hoist lifting speed can reach 10 m / min, the wire rope length is 12 meters (extended at the beginning of design can be customized), in a specially designed hook, hook advanced settings, greatly increasing the lifting weight micro electric hoist, micro electric hoist with 220V electricity source, especially suitable for daily civil the industrial production line, logistics, etc..

Routine:

As a new type of electric hoist, micro electric hoist is widely used in machinery manufacturing, electronics, automobile, shipbuilding, workpiece assembly, and modern industrial production line, assembly line, assembly machine and logistics transportation. It is more capable of showing its good quality in warehouses, wharves, ingredients, hanging baskets and smaller space.

The mini electric hoist is the best matching product of the column type and wall type hoist. The miniature electric hoist has the advantages of beautiful appearance, reasonable structure, convenient installation, low noise and safe and reliable use. Therefore, the miniature electric hoist is widely used in factories, workshops, families, warehouses, restaurants, shopping malls, decoration and transportation.

Matters needing attention

install

1, open the packing. Make sure that the tape paper wrapped around the rope rope must be lifted and removed before it can be tested. If the machine is in haste, it may cause the wire rope to fall down and crash the limit rack.

2, we should avoid the direct contact between the wire rope and the limit frame, otherwise the limit switch will fail and the micro electric hoist can not work properly.

3. Do not let the mini electric hoist be soaked in the rain or soak in the water. The protection grade of the mini electric hoist is IP54.

4, the use of micro electric hoist body can not move or rotate along the mounting rod.

5. The standard power supply for the mini electric hoist is single-phase AC, and the socket with grounding wire must be used.

6. Warning: make sure that all the cables keep the proper distance from the rotating or hot parts on the mini electric hoist.

7, the electric hoist is in the state, and the last three ring wire rope coated on the electric hoist reel can not be released. If you continue to press the drop switch, the wire rope will turn around the rope and make the electric hoist run upside down, so the limit switch will lose its function.

Use of mini electric hoist

First, be sure to read the instructions carefully before using the mini electric hoist.

Two. The installation position of the mini electric hoist must be selected in the situation that meets the needs and is easy to operate.

Three. Check the installation of the hoist on a regular basis.

Four. Do not overload use and do not use this hoist when it is not clear about the weight of the hoisting.

Five. In case of lifting, it is not possible to slanting or slanting heavy objects to avoid danger.

Six. No one is standing under the lifting weight when lifting the weight of the hoist.

Seven. Operation of the wire rope, please wear thick gloves, please don't let the rope slip from your hands, so as to avoid slip injury or injury.

Eight. The elevator shall not be carried in any way or as an elevator lifting tool.

Nine. Operator please do not operate the elevator in the case of drinking, medicine and illness.

Ten. Please do not change or weld the parts of the hoist at will.

Eleven. When lifting the hoist, we must ensure that at least 3 rings of wire rope can be kept on the rope so as to prevent the oversize of the wire rope from falling off the tube.

Miniature electric hoist model:

The mini electric hoist has three types of H-A, H-K, H-G.

The speed, height, motor power and lifting weight of each type are different.

1. The main specifications of the H-A mini electric hoist are H-A101, H-A102, H-A103, H-A104, H-A105, H-A106, H-A107. Due to the use of a single hook hook / different lifting weight.

Rated lifting weight respectively (single / double hook hook): 100/200KG, 125/250KG, 200/400KG, 250/500KG, 300/600KG, 400/800KG, 500/1000KG;

Lifting height (single / double hook hook): 12/6M;

Lifting speed (single / double hook hook): 10/5 (m/min);

The rated voltage is 230V, 50HZ, and the working coefficient is S3 20% 10MIN.

The input power is 500W, 580W, 880W, 930W, 1352W, 1500W, 1700W, respectively.

Gross weight and net weight are 24/22KG, 25/24KG, 33/25KG, 36/34KG, 41/38KG, 38/36KG, 40/38KG, respectively.

Two, H-K micro electric hoist specifications have H-K201, H-K202, H-K203 three, its rated weight is 200KG, 250KG, 300KG.

The lifting height is: 25m

The lifting speed is: 15m/min

The input power is: 1150W, 1350W, 1500W

Three, H-G micro electric hoist specifications also have H-K201, H-K202, H-K203 three, its rated weight is also 200KG, 250KG, 300KG.

The lifting height is: 25m

The lifting speed is: 20m/min

The input power is: 1450W, 1850w, 2600w

